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medical innovative devices

KIRCI

WILL DEFINITELY CHANGE
YOUR DAILY ROUTINE

After standard Bed-side Cleaning and Cylinder
Brushing procedures, Automated Brushing
Function* allows operators to skip common
manual cleaning operations (e.g. standard
channel brushing, detergent flushing and rinsing),
leading to a lower risk of professional diseases,
time optimization and a higher level in process

WA %
standardization.

K-DET natural detergent, together with
Electrolysed Alkaline Water, offers an eco-friendly
cleaning phase.

Realtime pH and ORP parameters monitoring

guarantees proper quality of Electrolyzed Acid

Water used during the whole disinfection phase.
KIREI X will change the way you reprocess your

endoscopes
The latest disruptive technology
Dimensions (WxHxD)  560x1100x930mm in endoscope reprocessing
Weight ([empty) 100kg Flow rate  450-750 |/h
Power supply 100-220+ 10% VAC; 50Hz/60Hz Cold Water Line 15 -30°C
Power consumption 1 kVA Pressure 2-4 bar
Sound level 70dB in use Hardness < 7°f
User interface 11" touchscreen Electrical Conductivity 0-100 pS/cm

BENEFITS

Proved Efficacy Against Biofilm

C€..

Manufactured according to UNI EN ISO 13485 ]
Complies with Regulation (EU) 2017/745 - Medical Device Class Ilb Automated BrUShlng

Fully complieant with the requirements of technical standards

EN SO 15883-1: 2009/A1: 2014, EN ISO 15883-4: 2018 and EN ISO 15883-5:2021 Reduced risk of professional disease
Time optimization
. Higher standardization level in endoscope
MIND reprocessing
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The latest disruptive technology
in endoscope reprocessing
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LOW ENVIRONMENTAL
IMPACT

K-DET is a new high biodegradable,
non-ionic, plant derived defergent with
natural extracted surfactants; no synthefic
surfactants are used

The new K-SALT elecirolysis
accelerator comes with an ecofriendly
paperbased packaging

HANDS-FREE
PROGEDURES

Thanks to an IR sensor, a

simple foot movement allows
lid opening reducing risk of
cross-confamination
Completely automatic and

servo assisted lid opening and
closure to avoid injuries
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AUTOMATED BRUSHING [l user FRIENDLY

The innovative and unique design of the infuitive SV enable user's daily

the loader ensures an accurate use -1 operations. All cycle parameters can

of LOOSE BALLS. At the end of each | | be easily checked and verified. ;
cycle, LOOSE BALLS are collected into 1

a specific frap; LOOSE BALLS can be B e ceaew
discarded after every cycle or atf the end | HIGHEST SAFETY o |t

of the daily activity; the trap has been Permanent reaHime monitoring of critical

designed to collect up to 60 balls (20 disinfection parameters fo ensure proper
cycles) disinfection

PCF-H180AL 70/100
FB15RES 70/100
NEW

The 11" touchscreen display and

long lasting innovative thermometric flow sensor technology, without moving

element; it can defect even the lowest variations, ensuring accurate and
* Automated Brushing Function is available on selected endoscopes; please refer to IFU oroper single channel flow monitoring and blockage detection

for the complete list or contact your local CBC dealer. All required tests by technical
standards EN ISO 15883-1: 2009/A1: 2014, EN ISO 15883-4: 2018 and
ENISO 15883-5:2021 have been performed and successfully passed without any Easily checked and verified.

pre|iminory pretreatment.

Continuous leak fest monitoring prevents endoscope damages



